
SUimnno Rear Derailleur 

Model DB-200 
TITLIST 
SPECIFICATIONS 
Capacity: Front Difference: 
14 Teeth or Less 
Rear Largest Sprocket: 
28 Teeth or Less 
Weight: 9.9 oz. (280 g) 
Material: Light Alloy (Body), Steel (Cage Plate) 
Type: Servo Panta Mechanism 

Model DB-300 
TOURNEY 

SPECIFICATIONS 
Capacity: Front Difference: 
14 Teeth or Less 
Rear Largest Sprocket: 
28 Teeth or Less 
Weight: 10.6 oz. (300 g) 
Material: Light Alloy and 

Steel 
Type: Servo Panta Mechanism 

L 

Model DB-210 
TITLIST-GS 
SPECIFICATIONS 
Capacity: Front Difference: 
14 Teeth or Less 
Rear Largest Sprocket: 
34 Teeth or Less 
Weight: 10.9 oz. (310 g) 
Material: Light Alloy (Body), 

Steel (Cage Plate) 
Type: Servo Panta Mechanism 

Model DB-310 
TOURNEY-GS 
SPECIFICATIONS 
Capacity: Front Difference: 
14 Teeth or Less 
Rear Largest Sprocket: 
34 or Less 
Weight: 11.6 oz. (330 g) 
Material: Light Alloy and 

Steel 
Type: Servo Panta Mechanism 

Model DE-100 
EAGLE 
SPECIFICATIONS 
Capacity: Front Difference: 
14 Teeth or Less 
Rear Largest Sprocket: 
34 Teeth or Less 
Weight: 12.3 oz. (350 g) 
Material: Steel 
Type: Servo Panta Mechanism 
With Cable Saver and Derailleur Guard. 

Model DE-200 
EAGLE-SPO 
SPECIFICATIONS 
Capacity: Front Difference: 
14 Teeth or Less 
Rear Largest Sprocket: 
34 Teeth or Less 
Weight: 12.3 oz. (350 g) 
Material: Steel 
Type: Servo Panta Mechanism 
With Cable Saver and Derailleur Guard. 

Model DE-210 
EAGLE-GPO 
SPECIFICATIONS • 
Capacity: Front Difference: 
18 Teeth or Less 
Rear Largest Sprocket: 
34 Teeth or Less 
Weight: 13.4 oz (380 g) 
Material: Steel 
Type: Servo Panta 
Mechanism 
With Cable Saver and 
Derailleur Guard. 

Model DE-110 

EAGLE-GS 
SPECIFICATIONS 
Capacity: Front Difference: 
18 Teeth or Less 
Rear Largest Sprocket: 
34 Teeth or Less 
Weight: 13.4 oz. (380 g) 
Material: Steel 
Type: Servo Panta 
Mechanism 
With Cable Saver and 
Derailleur Guard. 


